LATICRETE® 4-XIT is a multiuse, polymer fortified adhesive mortar
offering tremendous utility induding non-sag wall installations, medium
bed build up of up fo 3/4" (19 mm) and thin-set applications on
floors. LATICRETE 4-XLT s built on the new LATICRETE Water Dispersion
Technology™ (WDT) platform. WOT provides for the complete dispersion
of water within the mix allowing users fo achieve the desired application
consistency.
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In addition, LATICRETE 4-XLT is the first product from LATICRETE to come
incorporated with the new LATICRETE DUST LOCK™ Technology. This
unique way of manufacturing our adhesives incorporated with LATICRETE
plastic packaging dramatically reduces mess both during fransportation
of the product as well as during mixing.
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LATICRETE® 4-XLT es un morfero multiuso adhesivo fortificado con polimeros que garantiza
usos espectaculares, induyendo instalaciones antidescuelgue en
pared, capa media para formar una base de hasta 19 mm
(3/4") y aplicaciones de capa delgada para pisos.
LATICRETE 4-XLT se apoya en lo plataforma
nueva de la fecnologia de dispersién de agua
LATICRETE Water Dispersion Technology™
(WDT). WDT proporciona una completa
dispersion de agua en lo mezcla y
permite que el usuario obtenga la
consistencia de aplicacion deseada.
Ademds, LATICRETE 4-XIT es el
primer producto de LATICRETE que
incorpora la nueva tecnologia de
fijaci6n del polvo LATICRETE DUST
LOCK™.  Nuestra exclusiva forma
de fobricacién de  adhesivos
dentro de los envases pldsticos
de LATICRETE reduce de forma
significativa o suciedad ol
transportar el producto y al

mezclarlo.
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*See Data Sheet 025.0 for complete warranty information.
*Vea la informacidn complete sobre la garantia en la especificatcione 025.0.
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Innovative Tile and Stone Installation Systems
Sistemas Innovadores para la Instalacion de Ceramica y Piedra



Today's creative designs can demand unique and often difficult installations
for tile and stone contractors. Having more than 54 years of experience in
the tile and stone industry, LATICRETE continues to develop new products
and fechnologies focused on meeting the requirements of any tile and stone
installafion. Below is a list of the most common file and stone installation
applications confronted by installers everyday. In addition, you will find a
quick reference to help direct you to the right LATICRETE product for the
job. Whether you are looking for a multiuse adhesive such as the new
LATICRETE® 4-XLT, an adhesive with sound control and crack isolation
properties like LATICRETE 125 Sound & Crack Adhesive or simply an
economical thin-set with a smooth and creamy feel as with LATICRETE 252
Silver, we have a product for you.

Thin Bed (apa delgada

Medium Bed (BUIld Up fo 3/ B [19 mm]) Capa media (para formar una base de hasta 19
mm [3/4 pulg.])

Thick Bed/ ‘Mortar Bed (apa gruesa/Capa de mortero

Non-Sug on Walls Propiedades anfidescuelgue en las paredes

Water Submersion inmersion en agua

Glass Tile Revestimiento de vidrio

Rapid Setting Fraguado répido

Drop and Go (No Back Butter) Colocar y avanzar (sin aplicar mortero en la parte posterior)
Sound Control istema insonarizante

Crack Isolation Supresion de grietas

Reduced Dust Menos polvo

Exterior Exterior
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The installations and products highlighted above are only a fraction of the solutions available from LATICRETE. For a complete listing of LATICRETE® products please see Data Shest 221.0 (LATICRETE Product Selection Cafalog) or contact your local LATICRETE Sales Representative for more information.

Las instalaciones y los productos mencionados son s6lo una parte de las soluciones que ofrece LATICRETE. Para obtener una lista completa d

*When mixed with LATICRETE® 3701 Marfar Admix *Cuando mezclado con LATICRETE 3701 Aditivo para Morteros

Key Advantages of Using LATICRETE® 4-XLT Include:
Non-Sag Performance
Medium Bed up to 3/4" (19 mm)
Smooth and Creamy Consistency
Exceeds ANSI A118.4 and A118.11
Strong Bond

To learn more about LATICRETE 4-XLT,
contact your local LATICRETE Sales Representative.

T los productos LATICRETE, por favor consulte lu especificacion 221.0 (Catdlogo de Seleccidn de Productos LATICRETE); o bien comuniquese con su represente Fe ventas local de LATICRETE para obtener mds informacion.

Los disefios creativos actuales imponen a los confratistas de revestimiento de cerdmico y piedra instalaciones especiales y, a
menudo, dificles. LATICRETE, que cuenta con mds de 54 afios de experiencia en la industria del revestimiento cerdmico y la piedra,
sigue desarrollando tecnologias y productos nuevos con el objefivo de satisfacer las necesidades de instalacion para todo tipo de
revestimiento cerdmico y piedra. A continuacion, encontrard una lista de las aplicaciones de instalacion de revestimiento cerdmico
y piedra mds frecuentes de las que se ocupan los instaladores a diario. Ademds, encontrard una guia de referencia rdpida que le
ayudard o encontrar el producto LATICRETE indicado para el trabajo que debe relizar. Tenemos el producto ideal para usted; ya sea si
busca un adhesivo multiuso como el nuevo LATICRETE® 4-XLT, un adhesivo con propiedades de insonorizacian y supresion de griefas
como LATICRETE 125 o simplemente un adhesivo econémico de capa delgada con textura suave y cremosa como LATICRETE 252.

Las ventajas clave de utilizacion de LATICRETE® 4-XLT incluyen:
Propiedades anfidescuelgue
Excelente rendimiento en capa media
Consistencia suave y cremosa
Supera lus normas A118.4 y AT18.11 del ANSI.
Excelente adherencia

Para conocer mas acerca de LATICRETE 4-XLT, comuniquese con su
representante de ventas local de LATICRETE.




