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SPARTACOTE® FLEX XPL

Data Sheet 32830.0

Industries
n  Residential
n  Healthcare
n  Education
n  Retail
n  Manufacturing

Packaging
3 gal mix
9141-0002-2 Part A: 2 gal (7.6 L) in a 3.5 gal (13.2 L) pail
9143-0001-2 Part B: 1 gal (3.7 L) in a 1 gal (3.7 L) can
15 gal mix
9144-0005-2 Part A: 5 gal (18.9 L) in a 5 gal (18.9 L) pail
9149-0005-2 Part B: 5 gal (18.9 L) in a 5 gal (18.9 L) pail
Note: 2 A’s required for each B.

Extended working time polyaspartic floor coating

SPARTACOTE® FLEX XPL is a high solids, low VOC polyaspartic floor coating for both decorative and protective applications. This high 
performance coating has been engineered to retain a lower viscosity for longer periods of time, extending its working time and offering an 
improved final finish. SPARTACOTE FLEX XPL works with the following SPARTACOTE coating systems: Chip, Quartz, Metallic and Guard.
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Suitable Substrates
n  Concrete
n  Metal/Steel 

Approximate Coverage
160-267 ft2/gal (3.9-6.6 m2/L)

FEATURES BENEFITS
Extended working time High solids formulation that's easier to work with. Excellent flowability
High temperature and humidity tolerant Designed to excel in challenging environments
Improved settling time Decreases roller marks and improves finish
UV Stable Retains optical clarity, suitable for both indoor and outdoor use 
Works with SPARTACOTE® Universal Pigments Easy mixing and simplified ordering for color applications



Soluciones Constructivas 
Comprobadas Mundialmente

Especificación 32830.0

SPARTACOTE® FLEX XPL

Industrias
n  Uso residencial
n  Cuidados médicos
n  Educación
n  Tiendas minoristas
n  Fabricación

Presentación
Mezcla de 3 galones
9141-0002-2 Parte A: 7.6 L (2 gal) en un balde de 13.2 L (3.5 gal)
9143-0001-2 Parte B: 3.7 L (1 gal ) en un bote de 3.7 L (1 gal)
Mezcla de 15 galones
9144-0005-2 Parte A: 18.9 L (5 gal) en un balde de 18.9 L (5 gal)
9149-0005-2 Parte B: 18.9 L (5 gal) en un balde de 18.9 L (5 gal)
Nota: Se requieren 2 A para cada B.

Revestimiento poliaspártico para pisos de tiempo de trabajo prolongado

SPARTACOTE® FLEX XPL es un revestimiento poliaspártico para pisos con alto contenido de sólidos y bajo contenido de compuestos 
orgánicos volátiles (COV) para aplicaciones decorativas y de protección. Este revestimiento de alto desempeño ha sido diseñado para retener 
una viscosidad más baja por períodos de tiempo más prolongados, extendiendo su tiempo de trabajo y ofreciendo un acabado final mejorado. 
SPARTACOTE FLEX XPL funciona con los siguientes sistemas de revestimiento SPARTACOTE: Chip, cuarzo, metálico y guarda.
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Sustratos adecuados
n  Hormigón
n  Metal/Acero  

Rendimiento aproximado
3.9-6.6 m2/L (160-267 pies2/gal)

CARACTERÍSTICAS BENEFICIOS
Tiempo de trabajo prolongado Formulación con alto contenido de sólidos que facilita el trabajo. Excelente 

fluidez
Tolerante a altas temperaturas y humedad Diseñado para sobresalir en entornos desafiantes
Tiempo de asentamiento mejorado Disminuye las marcas de los rodillos y mejora el acabado
Resistencia a los rayos ultravioletas (UV) Conserva la claridad óptica y se puede utilizar en aplicaciones interiores y exteriores 
Funciona con los pigmentos universales SPARTACOTE® Fácil de mezclar y de pedido simplificado para aplicaciones de color
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