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Innovative Tile and Stone Installation Systems

Hydro Ban®

Snap for more information.
Chasquée para más información

n  Fabricada a base de poliestireno expandido y ligero de alta densidad.
n  Se instala fácilmente en minutos.
n   Construida en una sola pieza en pendiente para drenar (elimina la necesidad de una 

capa de mortero o de un forro para bases).
n   Su tamaño se adapta al sitio (las dimensiones se pueden adaptar fácilmente a 

la obra).
n   Superficie impermeable lista para revestir que cumple con los requisitos de la 

norma ANSI A118.10.
n  Contiene un drenaje instalado de fábrica (no requiere armado).
n   Está aprobada por el código, de acuerdo a la norma ASME A112.18-2-2005 y a lo 

especificado en CSA B125.2.05 (EE. UU y Canadá).
n   Contiene un borde (zoclo), sellador y un drenaje de acero inoxidable de gran 

calibre.
n  Respaldado por la garantía única del sistema de por vida.

n  Fabricado a base de poliestireno expandido y ligero de alta densidad
n  Es simple y fácil de instalar
n  Superficie impermeable lista para revestir

n  Superficie impermeable lista para revestir.
n  Su instalación es simple y rápida.
n  Es ideal para baños y cocinas.

LATICRETE® Hydro Ban® Base de ducha en pendiente, Asiento para ducha 
preformado y Nicho preformado son los productos que componen la amplia línea 
de impermeabilizantes LATICRETE Hydro Ban y que permiten la instalación de 
duchas en forma rápida y con alta calidad. Cada componente está fabricado a base 
de poliestireno ligero de alta densidad y contiene un recubrimiento impermeable 
reforzado y aprobado por el código, listo para revestir. 
LATICRETE  Hydro Ban Base de ducha en pendiente contiene un drenaje instalado 
de fábrica que le permite ahorrar tiempo durante la instalación, y además se puede 
modificar fácilmente en la obra para ajustar a cualquier medida. LATICRETE Hydro Ban 
Sistema para duchas es ligero, duradero, está aprobado por el código de plomería y 
además, ofrece una garantía única e integral del sistema, que le brinda tranquilidad 
y seguridad sobre la instalación.
Sólo LATICRETE le ofrece todo lo que necesita para la instalación completa de duchas 
en revestimiento y piedra, y además ofrece una garantía integral del sistema.

LatiCREtE® Hydro Ban® Base de 
ducha en pendiente

LatiCREtE Hydro Ban asiento 
para ducha preformado

LatiCREtE Hydro Ban  
Nicho preformado

Un sistema completo para 
la instalación de duchas que 
comienza desde el sustrato
LATICRETE Hydro Ban Base de ducha en pendiente, Asiento para ducha preformado 
y Nicho preformado están diseñados para usarse con los materiales de instalación 
de LATICRETE. 

  n   Son compatibles con LATICRETE Hydro Ban Membrana Impermeabilizante 
(permite la impermeabilización simple y rápida de paredes y accesorios).  

  n   Le permite centralizar su pedido en un único proveedor para realizar pedidos y 
envíos de la manera más conveniente.

además sE ENCUENtRa DisPONiBLE 
el NUEVO LatiCREtE Hydro Ban 
Drenaje lineal y Drenaje con brida adhesiva 
  n   Rejillas con acabado satinado estándar y diferentes opciones  

para revestir
  n  Versiones para revestir de 5 pulg. x 5 pulg. pulidas y cepilladas

shower system

Garantía

De por 
viDa‡

‡ Vea la información completa sobre la garantía en las especificaciones 230.99.



n  Ready-to-tile, waterproof surface
n  Quick, simple installation
n  Ideal for bathrooms and kitchens

LATICRETE® Hydro Ban® Pre-Sloped Shower Pan, Preformed 
Seats and Preformed Niches are components of the expanded 
LATICRETE Hydro Ban line of waterproofing products that allow for 
high quality rapid shower installations. Constructed of lightweight 
high-density polystyrene, each component is equipped with a code 
approved reinforced waterproof coating that is ready for tile. 
LATICRETE Hydro Ban Pre-Sloped Shower Pans come equipped 
with a factory installed drain assembly saving you time during 
installation and can easily be modified on site to adjust for any 
measurement variations. Lightweight, durable and plumbing code 
approved, the LATICRETE Hydro Ban Shower System also offers 
an exclusive comprehensive system warranty – providing you 
peace of mind and insurance on your installation.
Only LATICRETE provides a single source for your entire tile and stone 
shower installation, plus offers a complete system warranty!

LatiCREtE® Hydro Ban®  
Pre-sloped shower Pans

n  Lightweight high-density expanded polystyrene

n  Installs easily in minutes

n   One piece, pre-sloped to drain – eliminates need for a mud 
bed or pan liner

n  Site sizeable – dimensions can easily be adjusted on site

n  Ready-to-tile waterproof surface, meets ANSI A118.10

n  Factory installed drain body – no assembly needed 

n   Code approved per ASME A112.18-2-2005 / CSA 
B125.2.05 (US and CN)

n   Equipped with a heavy gauge stainless steel drain,  
curb and sealant

n  Exclusive Lifetime System Warranty available^ 

n  Lightweight, high strength expanded polystyrene
n  Simple and easy to install
n  Ready-to-tile, waterproof surface

LatiCREtE Hydro Ban
   

Preformed seats

LatiCREtE Hydro Ban
   

Preformed Niches

Sizes
16" x 16" (40.6 cm x 40.6 cm) Triangle Seat

23" x 23" (58.4 cm x 58.4 cm) Triangle Seat
16" x 16" (40.6 cm x 40.6 cm) Convex Seat

All Seat Heights are 20" (50.8 cm)

Sizes
12" x 12" (30.4 cm x 30.4 cm) Square

12" x 6", 12" x 12"  
(30.4 cm x 15.2 cm, 30.4 cm x 30.4 cm) Wide Combo

8" x 6", 8" x 12"  
(20.3 cm x 15.2 cm, 20.3 cm x 30.4 cm) Narrow Combo

20" x 12" (50.8 cm x 30.4 cm) Mega
8" x 8" (20.3 cm x 20.3 cm) Soap Niche Warranty

Lifetime^

a Complete shower 
installation system from the 
substrate Up!
LATICRETE Hydro Ban Pre-Sloped Pans, Preformed Seats 
and Preformed Niches are designed for use with LATICRETE 
installation materials. 

n   Compatible with LATICRETE Hydro 
Ban Waterproof Membrane – allows 
for fast and simple waterproofing of 
walls and accessories. 

n   Single source supply – allows for 
convenient ordering and shipping

Sizes
36" x 48" (91.4 cm x 121.9 cm) PVC or ABS Center Drain
36" x 60" (91.4 cm x 152.4 cm) PVC or ABS Center Drain
48" x 48" (121.9 cm x 121.9 cm) PVC or ABS Center Drain
48" x 60" (121.9 cm x 152.4 cm) PVC or ABS Center Drain

38" x 66" (96.5 cm x 167.6 cm) PVC or ABS Off Center Drain

Custom Sizes Available

also NOw aVaiLaBLE  
the NEw LatiCREtE Hydro 
Ban Linear Drains and Bonding 
Flange Drains! 
n  Standard satin finish grates and tile-in options

n  5" x 5" polished, brushed and tile-in versions


